Practice break - what do | need to do?

Checklist

An increasing number of surgeries are having to shut down temporarily

due fo the spread of coronavirus. If surgeries do have to close, the
following checklist is designed fo provide you with all the information
you will need to prepare the DURR DENTAL units you are using in the

best possible way. The steps we recommend taking range from

thorough cleaning and disinfection to depressurising compressors and
checking seffings on X-ray units. And if you have service or mainten-

ance work pending or are waiting for a replacement unit, we can
offer you a variety of options.

As a reliable partner DURR DENTAL will always remain at your side.

Our absolute priority is to ensure that all products are

in perfect working order when your surgery reopens.
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Practice break - what do | need to do@

Checklist

Product range: Equipment

Product Necessary steps

Suction System

= Disinfect the suction system with Orotol® plus (note the specifications for
concentration and reaction time, DO NOT rinse with water after disinfecting)

= Press the cleaning button on the spittoon valve and clean the yellow coarse filter
(replace if necessary)

= Change the yellow disposable filters on the hose manifolds
= Switch off the water supply to the rinsing unit, drain the water
= Clean the yellow filter on the suction unit inlet (wet suction systems only)

= Change the amalgam collecting container on the amalgam separator
(if you have an amalgam separator)

= Remove all suction handpieces from the hose manifold to start up the suction
unit. Run the suction unit for at least 30 minutes to dry the suction pipes.

= Remove all suction handpieces from the suction hoses; clean and disinfect the
handpieces according to the manufacturer information.

Compressor = Switch on the unit and wait until the cut-off pressure is reached

= While the compressor unit is running, open the condensate drain valve on the
membrane drying unit. Once all of the condensation water has escaped, close
the condensate drain valve. Open the condensate drain valve. Once the start-up
pressure has been reached, the compressor will switch on.
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= With the compressor switched on and the condensate drain valve open, wait
until no more condensation water emerges

= Close the condensate drain valve when no more air escapes
= Disconnect all power from the unit

= Disconnect the compressed air connection from the quick release coupling

Hygoclave = Leave the door ajar to relieve the door seal and prevent premature fatigue or
any sticking

= Disconnect the plug from the power outlet

= Drain, clean and if necessary disinfect the internal fresh water and waste water
containers

= Shut off the water supply if using a water treatment system

Hygowater® = Shut off the water supply
= Turn off the tab
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= Release pressure from the unit
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Please note the safety recommendations and protective equipment. After completing all work, D‘ I R R

please check that all devices are switched off and de-energised! When restarting the devices,

please observe the information in the instructions for use. D E N TAL

You can find all instructions for use and further information in our Download Center at

www.duerrdental.com/downloadcenter THE BEST, BY DESIGN
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Checklist

Product range: Diagnostic Imaging

Product Necessary steps

<\

Image plqte = Cover the scanner with a hood to protect against dust D
scanner = Monthly consistency check (in countries where a consistency check is mandatory) D
VistaScan ) ]
= If image plates have been kept for longer than a week, delete prior to use D
= Inspect image plates for damage. Guided automated checks can be carried out D
with VistaSoft Inspect Al (artificial intelligence)
X-ray Unit = Monthly consistency check (in countries where a consistency check is mandatory
VistaPano = Move the units to the starting position (all the way down)
= Clean and disinfect the surface as described in the operating instructions
X-ray Unit = Monthly consistency check (in countries where a consistency check is mandatory
VistaVox

= Move the units to the starting position (all the way down)

= Clean and disinfect the surface as described in the operating instructions

X-ray generator = Move the units to the starting position (all the way down)

Vistalntra = Clean and disinfect the surface as described in the operating instructions
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Intraoral camera = Clean and disinfect the surface as described in the operating instructions
VistaCam

Sensor VistaRay = Clean and disinfect the surface as described in the operating instructions

[]

Software

X-ray film = Drain the chemicals and rinse through with water

development = Leave the unit to dry
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Please note the safety recommendations and protective equipment. After completing all work, D U R R
please check that all devices are switched off and de-energised! When restarting the devices,

please observe the information in the instructions for use. D E N I A L

You can find all instructions for use and further information in our Download Center at

www.duerrdental.com/downloadcenter THE BEST, BY DESIGN
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Checklist

Product range: Dental Care

Product Necessary steps

[]

MyLunos® = Properly clean and reprocess the handpiece body, supra- and perio-nozzle,
according the instructions for reprocessing

= Visual inspection of the O-rings and valves to check their condition, replace if
necessary. Also observe the recommended intervals for changing the wearing
parts.

[]

= Store of the handpiece body and the nozzles, following the packaged D
sterilisation, dust-protected in the sterile goods packaging (Observe storage
time for the type of sterile packaging)

Vector® Handpiece:

= Cleaning and hygienic reprocessing of the Vector® handpieces and D
instruments according fo the manual (Observe storage time for the type
of sterile packaging)

= Visual inspection of the O-rings and nozzle of the Vector® Paro handpiece, as
well as the light guide of the Vector® Scaler handpiece. Change if necessary.
Also observe the recommended intervals for changing the wearing parts.
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= Store of the handpiece body and the instruments, following the packaged
sterilisation, dust-protected in the sterile goods packaging

Base unit:

= Disinfect the outside surfaces and carry out cleaning and disinfection of all
media-carrying lines

= Remove the Vector® Fluid polish bag and handpiece and perform the RINSE
function to rinse the base unit 1x with clear water

= Afterwards, carry out the CLEAN process with Vector® Cleaner solution
= Finish the process with a rinse with clean water

= After completing the CLEAN process, fill the Vector® Paro base unit's water tank
with the Vector® disinfectant solution and press the RINSE function once. This
way, all media-carrying lines are filled with Vector® disinfectant solution.

= After completing this process, empty the water tank, clean it and switch off the
device
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= Please note the detailed description of all working steps in the operating
instructions
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Please note the safety recommendations and protective equipment. After completing all work, D‘ I R R
please check that all devices are switched off and de-energised! When restarting the devices,

please observe the information in the instructions for use. D E N TAL

You can find all instructions for use and further information in our Download Center at

www.duerrdental.com/downloadcenter THE BEST, BY DESIGN





